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ZILE SUSPENSION



B02S20 - B02S40
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BO2S40

4,4 lb2 kg

ZILE SUSPENSION design Archirivolto

2

LED E27
h max 16.6 cm - 6.49”
Ø max 6.5 cm - 4.52” 



BO2S20

1,3 lb0,6 kg

3

LED E27
h max 16.6 cm - 6.49”
Ø max 6.5 cm - 4.52” 



B02/1

ZILE SUSPENSION

BO2S40

design Archirivolto
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BO2S20
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ZILE SUSPENSION

B02S20 - B02S40

design Archirivolto

6

1.11

B02S20 - B02S40 + B02/1

max 250 cm - max 98.45” 



B02S20 - B02S40
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1.2

OFF

OFF

B02S20 - B02S40 + B02/1



ZILE SUSPENSION

B02S20 - B02S40 + B02/1

design Archirivolto
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2.5

B02S20 - B02S40 + B02/1



ZILE SUSPENSION design Archirivolto
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B02S20 - B02S40 + B02/1
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ZILE SUSPENSION design Archirivolto

12

3.3

3.4



13

4

ON

B02S20 - B02S40 + B02/1
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4.3

B02S20 - B02S404.1



ZILE SUSPENSION design Archirivolto
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