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NO: Må installeres av godkjent installatør
EN: Only to be installed by an authorized electrician
DE: Nur von einer autorisierten Elektrofachkraft installieren lassen
FI: Asenna vain valtuutettu sähköasentaja
FR: Seulement pour être installé par un électricien autorisé
IS: Aðeins skal setja upp af viðurkenndum rafvirki
ES: Solo para ser instalado por un electricista autorizado.
IT: Solo per essere installato da un elettricista autorizzato

NO: Slå av strømmen før montering
EN: Power off before installing
DE: Schalten Sie vor der Installation die Stromversorgung aus
FI: Katkaise virta ennen asennusta
FR: Couper le courant avant d’installer
IS: Slökktu á orku áður en þú setur upp
ES: Apague la alimentación antes de instalar
IT: Spegnere l’alimentazione prima di installare
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The light source contained in this luminaire shall only be replaced by the manufacturer or his service agent or a similar qualified person.

Issue: 2  /  3.8.2023 P/01/02
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Read this instruction carefully before commencing installation and keep it for future reference.
Always switch off the mains before installation or maintenance.
Keep the product far from heat sources and in a well ventilated area.
The installation or maintenance should be carried out by a  qualified electrician.
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Optional. Add opal diffuser for softer light
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Note! Disconect the power before 
switching the color temperature

Slide the cover to perfectly match the ceiling. 


