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zSolar LED-Strahler SOL 80 ALU IP 44
mit Infrarot-Bewegungsmelder
Im edlen Alu-Gehäuse.
Für den Einsatz im Freien, IP 44.

• Solar LED-Strahler sind einsetzbar unabhängig vom Stromnetz durch 
 Betrieb mit umweltbewusstem selbst erzeugtem Solarstrom.

• Solar LED-Strahler mit Infrarot-Bewegungsmelder und separatem Solarmodul.
• Strahler und Solarmodul im kompakten und formschönen Aluminium-Gehäuse.
• 8 Hochleistungs-LEDs für gute, großfl ächige Ausleuchtung.
• Solar LED-Außenleuchte horizontal und vertikal schwenkbar.
• Infrarot-Bewegungsmelder mit max. 130° Erfassungswinkel und max. 10 m 

Reichweite.
• Einschaltdauer regelbar bis max. ca. 1 Minute.
• Ansprechhelligkeit über Dämmerungsschalter regelbar.
• Solar LED-Strahler inklusive drei wieder aufl adbarer und  austauschbarer

Ni-MH Mignon AA Batterien.
• Mit integriertem Überladungs- und Entladungsschutz für einen 

 kontinuierlichen Ladeprozess der Akkus.
• Leuchtdauer bei voll geladenen Akkus ca. 110 Minuten.
• Batteriekapazität: 2200 mAh.

Solar LED Light SOL 80 ALU IP 44
with PIR sensor
In the stylish aluminium casing.
For outdoor use, IP 44.

• Solar LED spotlights can be used independently of the power grid because 
they generate their own environmentally friendly solar electricity.

• Solar LED light with PIR sensor and separate solar module
• Spotlight and solar module in a compact, well-designed aluminium casing.
• 8 high performance LEDs for illumination of large areas.
• Pivoting solar lamp.
• PIR sensor with max. 130° detection angle and max. range 10 m.
• Switch-on time adjustable to a max. of approx. 1 minute.
• Response intensity adjustable by a twilight switch.
• Solar LED spotlight with three rechargeable and replaceable

NiMH Mignon AA batteries.
• With integrated overcharge and discharge protection to ensure  continuous 

charging of the batteries.
• Light ON time is approx. 110 minutes with fully charged batteries.
• Battery capacity: 2200 mAh.
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IP 44

IN
CLUSIVE

NiMH

350
Lumen

Artikel-Nr.
Article No.

Barcode
4007123...

VPE
UP

Verpackung
Packaging

LEDs Lichtstrom
Luminous fl ux

Kabellänge
Cable length

Farbe
Colour

1 17084 0 602209 1 Karton / Sales Box 8 x 0,5 W ca. 350 lm / appr. 350 lm 4,75 m ALU

Lieferbar ab Juni 2012. / Available as from June 2012.
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