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colour 
temp.

colour

LED-ROCKET-7C BCO
8031414861972
LED-ROCKET-7M BCO
8031414864171
lumen 500 lm

LED-ROCKET-7C NERO
8031414861965
LED-ROCKET-7M NERO
8031414864300
lumen 500 lm

LED-ROCKET-7C CR
8031414864294
LED-ROCKET-7M CR
8031414864317
lumen 500 lm

LED-ROCKET-7C ORO
8031414864164
LED-ROCKET-7M ORO
8031414864737
lumen 500 lm

LED-ROCKET-7C BRO
8031414864188
LED-ROCKET-7M BRO
8031414864744
lumen 500 lm

watt 7W
beam angle 38°

colour 
temp.

colour

LED-ROCKET-APC BCO
8031414861996
lumen 500 lm
LED-ROCKET-APM BCO
8031414864966
lumen 500 lm
LED-ROCKET-APC NERO
8031414861989
lumen 500 lm
LED-ROCKET-APM NERO
8031414864980
lumen 500 lm

watt 7W
beam angle 38°
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Trifase / Three-phase Trifase / Three-phase

Materiale
corpo in alluminio

pressofuso

Colore
bianco opaco 
nero opaco

cromo
oro

bronzo

Temperatura colore
3000K / 4000K

Driver
integrato

Material
aluminum 

die cust body

Colour
matt white
matt black 

chrome
gold 

bronze

Colour temperature
3000K / 4000K

Driver
built-in

Proiettore a binario con luce 
spot in alluminio pressofuso 
con adattatore trifase. 
Track headlamp with spot
light in die-cast aluminum
with three-phase adapter.

Material
aluminum

die cust body

Colour
matt white 
matt black

Colour temperature
3000K / 4000K

Driver
built-in

Materiale
corpo in alluminio

pressofuso

Colore
bianco opaco
nero opaco 

Temperatura colore
3000K / 4000K

Driver
integrato

Spot applique.
Wall spot light.
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